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Planning Commission

Staff Report
TO: PLANNING COMMISSION / DESIGN REVIEW BOARD
FROM: JOSH ROGERS, PLANNER I1 TR

(480) 503-6589, JOSH.ROGERS@GILBERTAZ.GOV

THROUGH: CATHERINE LORBEER, AICP, PRINCIPAL PLANNER 07’(
(480) 503-6016, CATHERINE.LORBEER@GILBERTAZ.GOV

MEETING DATE: APRIL 1, 2020

SUBJECT: DR19-201, SERVICE FIRST AUTOMOTIVE

STRATEGIC INITIATIVE: Prosperous Community

Develop a vehicle service facility on a vacant site.

RECOMMENDED MOTION

Approve the Findings of Fact and approve DR19-201 Service First Automotive: Site plan,
landscaping, grading and drainage, elevations, floor plans, lighting, and colors and materials for
approximately 1.27 acres, generally located north of the northwest corner of Power and Germann
Roads, and zoned General Commercial (GC) with a Planned Area Development (PAD) overlay.

APPLICANT OWNER

Company: Hunter Development Group Company:  DBS Properties

Name: Wendy Hunter Name: Gary Davidson

Address: 8933 Wagner St. Address: 1110 E. Missouri Ave, Suite 700
Westminster, CO 80031 Phoenix, AZ 85014

Phone: 214-733-0003 Phone: 480-429-3065

Email: whunter@hunterdevelopmentgroup.com Email: dnewcombe@beusgilbert.com



BACKGROUND/DISCUSSION

History

Date

Description

January 21, 2003

Town Council approved Z02-21; adopting Ordinance No. 1450, an
amendment to the Power Ranch Master Plan to codify and clarify
previously approved ordinances and the subject site zoned C-2
General Commercial PAD overlay.

March 3, 2005

The Town Council adopted Ordinance No. 1625, a revised Zoning
Map and Land Development Code (LDC), reclassifying the
property to General Commercial (GC) with a Planned Area
Development (PAD) overlay.

Overview

The proposed Service First Automotive Center is located on an approximately 1.3 acres lot in the
northern portion of a commercial center at the northwest corner of Power and Germann Roads.
The site is adjacent to the Dignity Health emergency room, EOS Fitness, and existing Public
Storage Facility directly to the northwest of the subject site. The proposed building consists of
9,950 sq. ft. and associated site improvements to be developed in one phase.

Surrounding Land Use & Zonin

Designations:

Existing Land Use
Classification

Existing Zoning

Existing Use

North | General Commercial | General Commercial (GC) Public Storage facility and
(GC) PAD vacant
South | General Commercial | General Commercial (GC) Dignity Health emergency
(GC) PAD room and vacant
East General Commercial | General Commercial (GC) Power Road then existing
(GC) PAD commercial uses
West | General Commercial | General Commercial (GC) EOS Fitness
(GO) PAD
Site General Commercial | General Commercial (GC) Vacant
(GC) PAD
Project Data Table
Site Development Regulations Required per LDC — Proposed
General Commercial
(GC) PAD
Maximum Height (ft.)/Stories 45’ 45°
Min. Setback (Bldg./ Landscape)
(ft.)
Front (east) 25°/25° 25°/75°
Side (north) Internal* Internal*
Side (south) Internal* Internal*
Rear (west) Internal* Internal*




Landscaping (% of net lot area) 15% 19.6%

Off-Street Parking and Loading Vehicular Parking:
Vehicle Services, Light — | Office - 540 sq. ft./ 100 =6
1 space per 100 sq. ft. of | spaces

office and sales, 3 spaces

per bay 13 Service Bays = 39 spaces
45 spaces (provided)
Bicycle Parking 1 space per 10 vehicle 6 bicycle spaces provided
spaces

5 bicycle spaces required

* May be reduced internal to site in conformance with LDC Section 2.304.E.

DISCUSSION

Site

The 1.3-acre subject pad site is within the existing commercial center at the northwest corner of
Power Road and Germann Road, zoned General Commercial (GC) PAD and is currently
undeveloped / vacant. The proposed pad development will be one phase and includes a 9,950 sq.
ft. Service First Automotive Center, classified as Vehicle Services, Light. The proposed 1-story
building will be located on the northern portion of the commercial center. Access to the subject
site will be from shared drives within the commercial center from both Power Road and Germann
Road. The proposed parking will be predominately located on the east portion of the site along
Power Road, with some additional parking around the building on the western portion of the
subject site.

Landscape

The proposed landscape plan includes adequate on-site and off-site perimeter landscaping as well
as foundation landscaping. Parking islands are located throughout the customer parking areas.
The landscape along Power Road was approved with EOS Fitness (DR19-40) and complies with
the LDC requirements for street theme trees as well as landscape content and quantities.
Additionally, significant amounts of foundation landscaping have been placed around most of the
proposed building elevations.

The proposed onsite landscaping will meet the minimum requirement with nearly 20% and has
been designed to complement the overall commercial center. The proposed plant palette consists
of three (3) types of trees — Sisso Tree, Mulga, and Red Push Pistache. Additionally, the landscape
plan utilizes shrubs and ground covers such as Blue EIf Aloe, Desert Spoon, Green Cloud Sage,
Red Yucca, Purple Lantana, and Red Yucca. All plants will comply with the approved Arizona
Department of Water Resources low-water use plant list.

Grading and Drainage

The primary source of retention for the site is through a combination of basins as well as
underground storage in both the front and rear parking areas. The proposed grading and drainage
plan generally meets the requirements of the Town of Gilbert’s Engineering Division.



Elevations, Floor Plan, Colors and Materials

The building proposed is approximately 9,953 sq.ft., containing bays to service/park eleven (13)
vehicles, as well as a waiting area, offices, customer service counter, play area, and restrooms. As
designed, the L-shaped building will be a single-story structure with four-sided architecture.

Building architecture is proposed to be a contemporary theme consisting of building materials,
colors, and design elements such as textural surfaces, active roofline, tower feature that is repeated
on nearby structures and identifies the main building access. Primary material elements include
integral colored stucco, wood tile, and brick veneer, as well as other wooden accent features and
glazed bay windows. The Service First building is consistent with the organic hues and materials
found on structures already in place and proposed (EoS Fitness, Dignity Health and Public
Storage).

Lighting

There are three (3) various wall mounted LED lighting types proposed with two additional
mounted lights proposed throughout the parking areas of the site, including a variety of single head
and double head light poles with a mounting height of 25’. The photometric plans demonstrate
that all lighting will comply with the LDC requirements of a maximum of 0.3 foot-candles at the
property line.

Signage

Signage is not included in this approval. Administrative Design Review approval to amend the
existing NWC Power and Germann CSP (DR13-23-S) for the site is required prior to submitting
for sign permits for any wall or monument signage.

PUBLIC NOTIFICATION AND INPUT

An official notice was posted in all the required public places within the Town and neighborhood
notice was provided per the requirements of the Land Development Code (LDC) Article 5.205.

Staff has received no comment from the public.

STAFF RECOMMENDATION

Approve the Findings of Fact and approve DR19-201 Service First Automotive: Site plan,
landscaping, grading and drainage, elevations, floor plans, lighting, and colors and materials for
approximately 1.27 acres, generally located north of the northwest corner of Power and Germann
Roads, and zoned General Commercial (GC) with a Planned Area Development (PAD) overlay,
subject to conditions:

1. Construction of the project shall conform to the exhibits approved by the Planning
Commission at the April 1, 2020 public hearing.

2. The construction site plan documents shall incorporate the Standard Commercial and
Industrial Site Plan Notes adopted by the Design Review Board on March 11, 2004.



3. Administrative Design Review approval to amend the existing NWC Power and Germann
CSP (DR13-23-S) for the site may be required prior to submitting for sign permits for any
wall or monument signage.

4. A Landscape Plan depicting the revised landscape planter, located along the western
internal drive aisle, shall be submitted prior to submittal of construction documents.

Respectfully submitted,

oS @Wf

Josh Rogers
Planner |1

Attachments and Enclosures:

1)
2)
3)
4)
5)
6)
7)
8)
9)

Finding of Fact

Notice of Public Hearing/Vicinity Map
Site Plan

Landscape

Grading and Drainage

Colors and Materials

Elevations

Floor Plans

Lighting



DR19-201 Service First
Attachment 1: Findings of Fact

FINDINGS OF FACT
DR19-201, Service First Automotive

The project as conditioned is consistent with the applicable Design Guidelines;

The project conforms to the General Plan, and specifically to the Land Use, Community
Design, and Environmental Planning Elements;

The project is consistent with all applicable provisions of the Zoning Code;
The project is compatible with adjacent and nearby development; and

The project design provides for safe and efficient provisions of public services.



DR19-201 Service First

Notice of Public Hearing Attachment 2: NOPH

PLANNING COMMISSION DATE: Wednesday, April 1, 2020* TIME: 6:00 PM

LOCATION: Gilbert Municipal Center
Council Chambers

50 E. Civic Center Dr.

Gilbert, AZ 85296

*Call Planning Division to verify date and time: (480) 503-6589

* The application is available to the public for review at the Town of Gilbert Planning Division Monday - Thursday 7AM - 6PM. Staff reports are available prior
to the meeting at Www.gilbertaz.gov/departments/development-services/planning/planning-commission ,nq www.gilbertdocs.com/gilbertagendaonline

REQUESTED ACTION:

DR19-201 SERVICE FIRST AUTOMOTIVE CENTER: Site plan,
landscaping, grading and drainage, elevations, floor plans, lighting, and
colors and materials for approximately 1.27 acres, generally located north
of the northwest corner of Power and Germann Roads, and zoned General
Commercial with a Planned Area Development (PAD) overlay.

SITE LOCATION:

POWER RD

N
0 145 290 580 Feet
I N I A

APPLICANT: Hunter Development Group
CONTACT: Mark Huonder/Wendy Hunter
ADDRESS: 8933 Wagner St.

Westminster, CO 80031

TELEPHONE: (651) 357-5723/(214)-733-0003
E-MAIL: whunter@hunterdevelopmentgroup.com
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DR19-201 Service First
Attachment 3: Site Plan

PROPOSED ENTRY DRIVE

SCREEN WALL 3-0" HIGH, TYP. SEE DETAIL 1

BICYCLE PARKING STALL 2'-0" X 6-0", TYP.

PARKING STALL 9-0" X 16"-6", TYP.

PARKING STALL 9'-0" X 19-0", TYP.

NOT USED

ADA PARKING STALL 11-0" X 19'-0", TYP.

ADA ACCESS AISLE 5-0" X 19-0", TYP.

9. ACCESSIBLE PATH / RAMP

10. BUILDING COLUMNS, TYP

11. 6" CONCRETE CURB, TYP.

12. ASPHALT PAVING, TYP.

13. PARKING STRIPING, TYP.

14. TRASH ENCLOSURE MIN. 6'-0" HIGH SCREEN WALLS WITH GATES - PER TOG
DETAIL NO. GIL-180 SINGLE REFUSE AREA

15. FIRE TRUCK TURNING RADIUS - 35' INSIDE / 55' OUTSIDE

16. PROPOSED SES - EXTERIOR RATED

17. EXISTING ENTRY DRIVE

18. PROPOSED SIDEWALK

19. SITE VISIBILITY TRIANGLE

20. CANOPY ABOVE SHOWN DASHED

21. PROPOSED LANDSCAPING

22. UTILITY AREA

23. OFFICE / SALES AREA

24. SERVICE STALLS

25. PROPOSED FDC LOCATION AT BUILDING WALL

26. PROPOSED PEDESTRIAN CONNECTIVITY TO ADJACENT FUTURE

DEVELOPMENT TO THE NORTH

PROPOSED FIRE RISER ROOM (5'X10")

MONUMENT SIGN (UNDER SEPERATE PERMIT & SUBMITTAL)

29. FLAG POLE (UNDER SEPERATE PERMIT & SUBMITTAL)

30. NOT USED

31. GASRISER

32. ELECTRICAL TRANSFORMER

33. LIMITS OF CONSTRUCTION

34. SOUTHERN BAYS TO BE ACCESSED BY EMPLOYEES ONLY - NO PARKING

ALLOWED

©ONO O AN

=3

S RSN

27.
28.

SS®N

PARCEL NUMBER: 304-87-923
EXISTING ZONING: GC - GENERAL COMMERCIAL (PAD)
NET SITE: 55,283 SF / 1.27 AC
PROPOSED USE: VEHICLE SERVICES, LIGHT
BUILDING AREA: 9,953 SF
LOT COVERAGE PERCENTAGE: 18% NET
TOTAL LANDSCAPE AREA: 10,777 SF
LANDSCAPE AREA PERCENTAGE (15% REQUIRED): 19.5% NET
LANDSCAPE SETBACKS:

FRONT SETBACK REQUIRED: 25-0"
FRONT SETBACK PROVIDED: 755"
SIDE SETBACK REQUIRED: 20-0"
SIDE SETBACK PROVIDED: 43-11" & 21-3"
REAR SETBACK REQUIRED: 20-0"
REAR SETBACK PROVIDED: 73-3"
PARKING REQUIRED:

VEHICLE SERVICES, LIGHT: 3 SPACES PER SERVICE BAY PLUS 1 SPACE PER 100 SF
OF OFFICE AND SALES AREA

NUMBER OF BAYS: 13 BAYS = 39 SPACES
OFFICE AND SALES AREA: 540 SF = 6 SPACES
TOTAL PARKING REQUIRED: 45 SPACES
PARKING PROVIDED (INCLUDES 13 BAYS) : 45 SPACES
PARKING RATIO: 4.52 SPACES / 1,000 SF
BICYCLE PARKING REQUIRED: 5 SPACES
BICYCLE PARKING PROVIDED: 6 SPACES
LOADING SPACES REQUIRED: 1SPACE
LOADING SPACES PROVIDED: 1 SPACE

MORTAR CAP -
PAINT TO MATCH WALL

8"x8"x16" CMU WALL WITH SMOOTH
STUCCO TEXTURE; PAINTED SW7567
"NATURAL TAN"

SEE STRUCTURAL DWGS.
FOR REINFORCEMENT INFO

LANDSCAPE WHERE
OCCURS

24"x12" CONCRETE FOOTING-
SEE STRUCTURAL DRAWINGS
FOR MORE INFO

SCREEN WALL SECTION

SCALE: 1/2" = 10"

VICINITY MAP

INTEGRAL COLOR
CONCRETE CAP

+3-8" $
T.0.CAP
30"
T.0. WALL $

400"
FIN. GRADE

8"x8"x16" CMU WALL WITH \~ PILASTER WITH BRICK FINISH
SMOOTH STUCCO TEXTURE; TO MATCH BLDG, TYP. AT ENDS
PAINTED SW7567 "NATURAL TAN" OF SCREEN WALLS

SCREEN WALL ELEVATION

SCALE: 1/2" = 10"
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PROJECT TEAM

LEGEND

ARCHITECT
VERTICAL DESIGN STUDIOS, LLC.

@ FIRE HYDRANT

7/ J FIRE TRUCK TURNING RADII

- | | ACCESSIBLE PATH OF TRAVEL

4650 EAST COTTON CENTER BLVD, SUITE 140
PHOENIX , ARIZONA 85040

PHONE: 602.393.5224

FAX: 602.395.1005

E-MAIL:  jgregonis@verticaldesignstudios.com
CONTACT: Justin Gregonis

OWNER

CROSS DEVELOPMENT

4336 MARSH RIDGE ROAD

CARLTON, TX 75010

PHONE: 651.357.5723

FAX:

E-MAIL:  markh@crossdevelopment.net
CONTACT: Mark Huonder

SERVICE

AUTOMOTIVE CENTERS

SERVICE FIRST

7494 S. POWER ROAD
GILBERT, AZ

PROJECT 19125.00

(ll

|
VERTICAL

Architecture - Planning - Interior Design

4650 E. Cotton Center Boulevard Phoenix, AZ 85040
602.395.1000 www.verticaldesignstudios.com




CONTROL
JOINT

4650 E. Cotton Center Boulevard Phoenix, AZ 85040
602.395.1000 www.verticaldesignstudios.com
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DR19-201 Service First
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DR19-201 Service First

N [y \ CONSTRUCTI Attachment 5: Grading and Drainage
(1) SAWCUT PAVEMEN. e cncrr e

EAST QUARTER CORilER
SECTION 1, T2S, R6E.

EXIST. 12" EXCLUSIVE
PUBLIC WTR. ESMT.
BK. 1200, PG. 41, M.CR.

(2) PROPOSED VERTICAL CURB.
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N | \ UTILITY NOTES
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Attachment 6: Colors and Materials
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COMMERCIAL BRICK CO.
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“Padre Brown Semi”
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Attachment 7: Elevations

ELLVI_\I INJIN NI N WV INNV T Y

A GC TO COORDINATE FINISH GRADE AND FINISH FLOOR ELEVATION WITH CIVIL DRAWINGS.

B.  ALL BUILDING MOUNTED SIGNS AND ALL SITE SIGNS SHALL BE SUBMITTED UNDER
SEPARATE PERMIT.

MATERIAL SCHEDULE

MATERIALS

1 CLEAR ANODIZED ALUMINUM FRAME WITH 1" CLEAR LOW-E INSULATED GLAZING

2 STUCCO FINISH

3 STANDING SEAM ROOF

4 WOOD TILE

5. EXTERIOR TRIM PIECE FOR CORNERS

6. WOOD TO BE STAINED

7 HOLLOW METAL DOOR AND FRAME

8. LIGHT FIXTURE - SEE ELECTRICAL DRAWINGS

9. FUTURE TENANT SIGNAGE UNDER SEPARATE PERMIT AND SUBMITTAL

10. SCREENED MECHANICAL UNITS

11 ELECTRICAL EQUIPEMENT LOCATION

12.  NOT USED

13.  MODULAR BRICK VENEER

14.  BUILDING ADDRESS - GC TO VERIFY LOCATION AND SIZE REQUIREMENTS WITH TOWN OF
GILBERT

15. 1" INSULATED LOW "E" GLAZING

16.  STUCCO COLUMN CAP, TYP.

COLOR SCHEDULE
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COLORS
by Kawneer (or Equal): by PEMB Manufacturer:
A.  "Clear Anodized Aluminum" F. "Galvalum”

by Loxcreen (or Equal):

by Sherwin Williams (or Equal):
B. "Satin Clear Anodized Aluminum"

G. SW7567 "Natural Tan"
H. SW7033 "Brainstorm Bronze"
by Cardinal (or Equal): 1. 8W6258 "Tricorn Black”
C. "Cardinal Red Aluminum"

by Behr (or Equal
by Emser: J.  ST105 "Padre Brown Semi"
D. Theory Chesnut w/GR4 #35 Mocha Grout

by Commercial Brick Co.:

MATERIAL
E. Blend 22-Buiders Special Size FINISH

I

1
DESIGN STUDIOS

4650 E. Cotton Center Boulevard Phoenix, AZ 85040
602.395.1000 www.verticaldesignstudios.com




SERVICE

AUTOMOTIVE CENTERS

CONCEPTUAL FLOOR PLAN
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Attachment 8: Floor Plan
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DR19-201 Service First
Attachment 9: Photometrics

: 1
! Luminaire Schedule
I
H i ) ” ammsEssEssssEEsEsEsEssEssEsEEmEsssEEssssEEe | Symbol Label Description Arrangement Lum. Watts Arr. Watts Lum. Lumens. LLF
| boe : | E AFL RAB FFLEDS0 - 25 FOOT POLE W 88.8 177.6 9753 0.900
H
!i : ! | |F CONTECH R4SQNC630K12DW-CST4322LSQ-CLR (LLF ADIUSTED FOR LOWER LUMEN PACKAGE) - UNDER | SINGLE 45.8 45.8 3569 0.350
F T H HOP
| : u UR E . I a | LUMARK NFFLD-L-C75-D-UNV-33 - GRADE MTD SINGLE 236 236 24917 0.900
H "
i H o F F ’ c E : I | p o SURE-LITES AEL2 - WALL +8 FOOT SINGLE 4.9 4.9 225 0.900
i H ]
‘F i H H M JESCO WA/2-HW-548-120-WW-20-SV - MTD UNDER CANOPY SINGLE 395 39.5 2600 0.900
: H s
| : 3,600 SF H s s LUMARK XTOR4B - WALL +11 FOOT SINGLE 37.7 37.7 4269 0.900
! H
| H H -0 s MCGRAW-EDISON GLEON-AF-04-LED-E1-SL4 - 25 FOOT POLE SINGLE 225 225 23340 0.900
H "
! H I : IR MCGRAW-EDISON GLEON-AF-04-LED-E1-5WQ - 25 FOOT POLE SINGLE 225 225 25871 0.900
i ELTTL LT T LT -
1 e |7 ATLANTIC 4VUDW/L-2581035-2581035 - WALL +8 FOOT SINGLE 20 20 1396 0.900
|
i
| | ‘
i !
| I
| Calculation Summary
‘ H ‘ o Y - == / Label Description CalcType Units Avg Max Min Avg/Min Max/Min
[ B %o hs he Yo ‘i 1 b Overall Site Horizontal at Grade Tluminance F 2.85 20.9 0.1 28.50 209.00
H | | { | Property Line Horizontal at Grade Tluminance Fe 0.12 0.2 0.1 1.20 2.00
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FFLED80 RAB | Outdoor CONTECH" | I.EVI‘I‘. Catabog No. oescuierion
LigHTING pany The Night Falcon™ high wattage LED floodlight luminaire combines. "
Type opics and energ) ina
managemen: BN
Prjct e R4SQNC et |
" . . ﬁx\um ard LED life. The rugged, die-cast housing i IP66 and 3G vibration IR
| ARL 4" Square LED Recessed Downlight: Project ated for exceptional durability and long term reliability. The Night Falcon [N
Universal New Construction Housing Taminir 0 loodlight for many area outdoor lighting situations,
including parking lots, construction and storage sites, rail yards, light —
— industria locations, marinas and servi Prepared by
Prepared By: Date: Specifizations/Features
] Housing/Mounting SPECIFICATION FEATURES
Specificaion grade 4* Square New Construction housing delivering over 3600im, cometraet -
16 Gauge galvanized steel housing with die-cast aluminum heat sin Hoawy-dty e cast aluminum LED drivers are mounted to the Mounting options include an
Requires minimum 3" clearance around fixture from insulaton material. and sluminum sliftter
Thermal protection provided in case of improper insulation use. driver hmﬂmg door. A separate doors for optimal heat sinking and  that fits 2-3/8" - 3° O.D. tenon
Driver Info LED Info Dual nailer hanger bars are adjustable for 16" and 24" center joists (14-1/4" to driver compartment and external  ease of maintenance. 120277V The trunnion mounting includes
Type  ConstantCumett  Wats sow 241/2).Nailer bars enable easy installation and may be extended to rest on fins provide optimal thermal 7V 60Hzor 480V 60Hz 2 1/4” polyester powder coated
e o rame (oo Tbar ceiings. Optional cipon Tbar hangers also available managerient that resultin longer  operation. Integral 6V surge is galvanized steel trunnion with
200K (Coch Mountingfrome features a post instalaion mechanism that alows 1/4° LED and driver ife The housing, tandard 0KV/106 common. and 8 83 SOW cord. The rnrion
2080 048A Color Accuracy 72 CRI adjustmert in i drections. as well s 5 of otabon adstment to ensure proper driver compartment and optical  differential- mode surge protection  mount uses an interlocking slide
e g0 LED Rk kg e lce 250 i Hod.poer 2400 041A L70 Lifespan 100,000 Semel chamberare [P rated. Access  available as an option. 0-10V adjustment that is locked intoplace
“Air-Flow" technology ensures long LED and driver lifespan. Use for buildin g 10 the driver for maintenance is. dimming driver is standard to with a set screw.
ponding :Ax chnckogy enures ong LED and v bildng | 77y 036 Lumens 9672 Quickcomect LED ight engine enables easy instalation ard removal. i
fagades lighting. sign lighting. LED landscape lighting and instant-on security ighting. Input Watts 88.8W Efficacy 108.9LPW LED Drivers are fully accessible from below the ceiing and can be easily door using pan head screws. A such as dimming and occupar Finish
Color: Bronze Weight: 129 bs ey 0% removed, one-piece silicone gasket seals the  Standard NEMA 3IN twistlock  Housing and cast parts finished
door to the fixture housing. The  photocontrol recepiacle and NEMA  in five-stage super TGIC polyester
Electrical
fxure 836G vibration rted ANSI 7-PIN wistock phoroconirl  paint, 2.5 mil nominal
ULB750 ind Class 2 Complant; RoHS Compkant, US only S i e NS les aro avalable 98 vckness forsuperior pratocion
Output over voltage, over-current and short circuit protection aree andsie Rghing spplicetions.  opona. Sutablefor smblent against fade and wear. Standard
Approved for throughcircuit wiring. Max.: (6) 12 AWG (3n/3out temporstures rom 40°C 0 &°C.  color i carbon bronz. Acdiianal
i ificati Pre-wiredjunction box with convenient screwdriver pry-outs. (4) 1/2* and (1) 1/2* Optics | le in 3
Technical Specifications X 3/4" concentric knock The LED 3 incorporate ESNA white, grey, bronze, black, dark
2 vacuum met ector ™21 e 25°C. atinum and graphite meta
Listings Color Stability: Threaded Size: ﬁ"""" emergency battery pack with remote test switch s available. that provides high-effici oo |f._,n::\g representitive
- mp ilrminaton. Opics sreprectnly  Assesseries at Eaton for a complete selecton of
. Jor temperature s warrantied to sht 12" treaded arm
UL Listing e i 2 ihreaded a Utiizes gass TIR optics engineered to provide smooth uniform beams, dosgned o shape he o NEMA  Heavy durysee 0> ond side standard colors.
Suttable for wet locations. Suitable for ground Mounting: ‘maximizing output and minimizing glare. and light.
inting. Color Uniformi Heavy-duty mounting arm with "0 ring seal & Availablein 33", 39° and 73° beam distributions. A high eficiency softfocus fim - zu ); s\; ot dlsulblll;on V" thick UV stabileed vandl Warraaty
. . RAB's range of CCT (Correlated Color stainless stcel screw is installed for even greater softening of beam [field removable]. inarsiersnhaia-siny e - o o e v
IESHA LILTS & LA-00 Toating: Temperatae] folows th guideines of e Light engne consists of a high output multichip LED array. Excellent e, o frengimmnt ,,..‘.:T?,.:‘,‘w.,., NFFLD-L
RAB LED luminaires and LED components have a0 8 O Products,  Effective Projected Area: fxture-to-ixture color consistency within a 3-step MacAdam Ellipse tolerance. features. NIGHT FALCON
been tesied by an independent laboratory in ANSI C78.377-2017. EPA-065 System designed and rated for 50,000 hours at 70% lumen maintenance silicor cot protects the optics _ construction with corrosion
accordance wi IESNA LM-79 and Li80 rom damege. Oftred standurdm  roustantpomeste powdor <03 LARGE
LG Listed: Construction Reflector: Dimming 4000K (++ 275K) CCT and minimum finish to protect glass from
isted: i o poyearbonsie I RASQHC downlights are available for non-dimming and dimming applications. 70 CRI. Optional 3000K, 5000K and  projected objects.
This productis on the Design Lights Consortium 1P R8tIng: Specular poy For a listof compatble dimmers, refer to Dimming Specification sheet. 700K CCT. Solld State LED
(DLC) Quaified Products List ands efigle for  Ingress Protectin rating of IP66 for dust and water  Gaskets: —
iooatesrom DLC Member Unites DLC /o0l pruient Temperature: High-temperature siicone gaskets Specicaion Grade frims re offered ithrimmed and riess options. Several FLOODLIGHT
Sutable PR different styles and finishes are available, featuring a high quality Alzak™ finish;
LED Characteristics asie Tor wee n 4G optically designed for reduced glare while maintaining maxmum lumen output 8 DIMENSIONS.
Cold Weather Starting: W s 1/2 -2 -
Note: jarranty o PR Stpter Mount Trunnion Mount
Minimum starting temperature is 40°C (40°F) This comolete fixture is covered by ConTech's Trimless Ceiling Thickness: 1/2° - 5/8 L
Allvaluos aro typical (tolerance +/- 10%) fullfive () year replacement guarantee after
LEDs: Thermal Management sing: date of pirchase. Series 1 l Series 2 I hm.‘! ] Series 4 [ 5«1 5 l m‘ CERTIFICATION DATA
o ‘Superior heat sinking with external Air-Flow fins Emergency Battery option is covered by a = = - s‘ o] e e e
Muichip, high-outpu ong-He LEDs Housing: one (1) year replacement guarantee after date CRA T . = s orre :
Lifespan: : of purchese. Input Current () 120/277/347| 08/ 047 63 127,06/ 04| 17/ = (3 EXANVAT] K i 1 E3 T P [
Die-cast aluminum housing. lens rame and Jrios inpu VoRage e RoHS Comptant
100,000-hour LED ifespan based on IESLM-80 1o ning arm 03 ‘Stndard Oriver (120V & 277V) 120V AC, 50/600z (633mm)
resuls and TM-21 calculations cCSAus Certified to UL Standards. P ENERGY DATA
i location il Wash - Ectronic LED Drver
Color Conssency: Sctale b et caions, st Wal Was 008 e St
o ! ' ™ <20% Yot Harmansc Disorton
7-step MacAdam Ellipse binning to achieve cCSAus Certified to UL924 Standard for Luiron HLune® Oriver 1200 AC, 50 120V 50560Hz, 347V/60Mz and 480V
consistent fixture-to-fixture color Emergency Lighting when specified with the Luron Eco System® Drwer 120V AC, S0/60H:z X e 2 e S Tomprrnes
emergenxy battery backup option. 27V AC, S0/60 S — o X N
Energy Sar certified: All color temperatures GLED ECOdwe / SOL0dE 120V AC, 50/60Hz ;w": e Ambiat Tompar
except 21KC. Trim No. C43225Q1all fiishes). 277V AC. 50/60Hz s [ sae_]
Lutron and eldoLED dimming options are not 2700K/3000K/3500K/4000K S EPA
Energy Sar certified. 347V option is not Energy 83 @omn) / 90+ Eective Proected Area (Sq FL 25
Star Certfiec Driver SHIPPING DATA
Assembled in the USA. [TPoner Focior >0% Rrpronimta Net
Need help? Tech help ine: (888) Webst [0 2% e - i vete
Copyright © 2019 RAB Lighting All Rights Reserved  Note: Specifications are sumec\ le change at any time without notice E
Page 0f2 1847555500 - o A spececatons sect 1 change wihct notce. [N SN Novame . 20181231

- NFFLD-L NIGHT FALCON LARGE
a LEVlT.. CatabgNo. CONTROL OPTIONS

company o-10v (0]

This fixture is offered standard with 0-10V dimming driver(s). The D option provides 0-10V dimming wire lesds for use with  lighting control

R4SQNC e Pane o ater conoal metnod

- Photocontrol (PER and PER7)
4" Square LED Recessed Downlight: Project Phosncosirl reosptacies (PE and PER) pravie s Sestle sk t anebe "
Universal New Construction Housing be utili

skt
utilized with the PER7 receptacle.

FFLEDS80 A | Outdoor CONIECH"

LIGHTING

Technical Specifications (continued)

Construction Other

Finish: Warranty:

Formulated for high durabilty and long-lasting color  RAB warrants that our LED products wil be free
from defects i1 materials and workmanship for a
period of five 5) years from the date of delivery to

Buy American Act Compliance:

RAB values USA manufacturing! Upon request.
RAB may be able to manufacture this product 1o be
compliant wth the Buy American Act (BAA). Piease Ordering i
contact cusbmer service o request a quote for the

productto ba made BAA complant.

dawn" lighting by sensing light levels. Advanced control

WaveLinx Wi Lighting Control Module (WOLC-7P-10A)
The 7-pin wireless outdoor lighting control module enables WaveLinx to control outdoor ar
outdoor lighting using schedules to provide ON, OF

ito and flood lighting. WaveLinx controls
and dimming controls based on astronomic or time schedules based on a 7 day week.

Green Technology:

Mercury and U/ free. RoHS compliant the end user. including coverage of ight outpu. Example Order:
components. color stabiy, drver performance and fixture frsh.  Electrical ORDERING INFORMATION
Optical RAB's warmany i subject 1o i terms and oriver . e
condiions found at rabiighing.comwarranty, d ousing es Color Temp Eecticd _ Dinming Bean Dist Options Sample Numbar: NFFLD.-L C100.0-UNY-66-5-CB-PER
NEMA Type: Patents. Constant Curent, Class 2, 100277V, 5060 Hz, 6 v v v Product Famiy | Uight Engin” v Vorage Distrbution Mounting | Gotor
INEMA Beam Soread of 7H x 6V . KV surge protection, 120V: 074 A, 208V: 048 A a - UNV-120.277V. Wide | SaSipfitter *
The FFLED dasign is protected by U.S. Pat. 240V: 041 A, 277V: 036 A Large G78-25300 Nomal umers 3050V | SANEMAMASY Ser® | ToTmmmion | BK-iack
643,147, Canada Pat. 140798, China Pat. SN  L-lovioom ZK 2o 12l D TRACEY0IO/Dmmee S R Pty stted C23-38.000 Nominal Lumens wo-ssov vevike 2-tronze
21201130171304.1, Mexico Pat. 36757 and 2-14W1400m 30K 3000 272V D2 7V, 010V Dimmig M3 o ey I00-43,000 Nomina Lumens =
pending patentin Taiwan 3-20W2000m 35K 300K 34 7V Ciror e T% 2o EDDrver W 730 B30 .
4- 280 40K (120V Forward Phase Only) WW - Wall Wash Remote Yesx Swn:m
Equivalency: $-3TWz0m  27Kc - 270K, D4 - Lutron Holume 1% EcoSy: Qra-Geapie st
Equivalent to 400W Metal Haiide oKe - ot oo . DD ulh Schten, m"’fi"rﬁlw:m Options Add 2 Suf) Accessorien Order Separaten ™
04 Cht D7* . eldoLED ECODRNE, DALL 1% Drnn Tus0-70 300K+
g = mmmar el ERa A
Dimensions Features e Lo A LT PRSP Tk o e TS XK Sipttr Adse o 2 4915513172 0D.Tonon
Utra-officent LED and optical design 90+ CR1 TORAORVIOA UL 1445 S Frrecivs Dovics OATRAO13- Photoconrol Shoring Cap
Floplaces 250W M foodights For ntellect™ Enabled housing, refer to R4SQNCE specificaton sheet
100,000 hour bfe based on LM-80 resuts and TM-21 calculations
“AirFlow” technology heatsik o v for 347V D oton 021
. ¥k 1 D o 1200 G WGHWINFRLD - Wire s
5-Year, No-Compromise Warranty WOLE.7P-10A-WaveLnx Outdoor Control Modle 7:in)*
ve rmng a5 Strcr,For Logartc e Deng, Pless Const ooy e
ity v iy P 0 Orerr B

e
@ Emersoncy By B Qo 725 Lot N Arae For oy S T 6. 2 prpeinben

Accessories

ND e a rtto n trt er

Standard Hanger Bars Suppied with Housing

5
4SQOPT-M - 39° Beam Optc
4S00rT - 37 seamOotc stock onvennG
RUKIT - Cammercl ountog Srachets Stoc Sample Numbar: NFFLO LC100.5
1824 . 37 i B o RLRT p —
18024 25 CCoammt g s o [series o ngine [oseuntios_| Votane |
RLKIT in Gnd Ceiing Construction ‘W-L-quhknn\ng. 120-33.300 Nominal Lumens | 8-St BLANK-120.277V
Ordering Matrix He-30 T8ar Hanger Set €78225,900 Nominal Lur TeTrunnien_| 3472347V
Famly Watage  Mounting  ColorTemp NEMAType  Finish oriver options Other Optons e e
FFLED 80
Bk = Swivol  Blank=S000K Blank=7Hx  Blank= Bonk=NoOpion  USA=8AA
am Coo ] Bronze PC - 120 Complant
SF = Siptter 000K BS5=5HxSV WaWhie Dimmeg Blank « Stancrd
TeTummon  (Newws)  BAA=dHxaV 480- 48V PC2 27T
K On/Off Photocell
warm) PCS = 120V
Swivel Photocel
v
Suivel Protocst
Posa - 480
Swivel Prolocet
Noed he? Toch hlpine: (888)
Copyright © 2018 RAB Lighing Al Rights Reserved. Note: Specicatons are subject 1 change at any me withoutnoico o 3 N
Page2of2 18475595500 - Y .. e v N Kraemer Consulting Engineers, PLLC

Mechanical and Electrical Engineers
2050 West Whispering Wind Dr., Sue 158
enix, Arizona

FIXTURE TYPE 'AFL'

SERVICE

FIXTURE TYPE 'F'

FIXTURE TYPE 'FP' aeE.

SERVICE FIRST
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GILBERT, AZ
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PROJECT 19125.00

DESIGN STUDIOS

AUTOMOTIVE CENTERS 4650 E. Cotton Center Boulevard Phoenix, AZ 85040

602.395.1000 www.verticaldesignstudios.com




Sure-Lites oescarerion Lumark
oEscRiprion WW2-HW-S BNl
The ptented umarkCrossour- LED WallPack Srie of inaris
Th Surtites Artecurs Emergeny Uit s designed o provide SUTDOOR LIOHTING _ provides an architectural style with super bright,en ot LE
superior into LEDWALL WASHERS T lowrofile, rugged die-cast skumium coneirucion, niversa back
hoting & ot of <ot it s sl s e ety Ly el
mpe The
With snergy-ficien,long-lasting LEDs provides maximurs path of Crosstour wall luminaire i idea for wallsurface, inverted mount for
egress lighting performance. The Sure-Lites Architectural Emergency fagade/canopy illumination, postbollard, site lighting, floodlight and low
Light is wet listed for temperatures between -30°C and 50°C (-22°F and level pathway illumination including stairs. Typical applications include:
122°). AEL2 has an always on mode and is available with Eagle Eye self epared by . mt use faci nstttions,
disgnostis schools,stairways and losding docks test
’ ’ P —
SPECIFICATION FEATURES Constructis ptical electrical wiring compartment.
Wousing Construction Code Compliance Siim, low-profile LED design Silcone sealed optical LED Integral LED electronic driver
Unwusal vo\nw mpu( from 100 Not for sale in California WW2-HW-S48 with rugged one-piece, die-cast cchamber incorporat incorporates surge protection 120-
through 300 VAC; 50.60 Hz UL924 Listed 277V 50/60H or 347V 60Hz models.
Line-atching UL Outdor e Lacain Licod DESCRPPTION FEATURES ek box Macinglovaing et g ot ficncy
Solid-state Voltage Limited (suitable for wet and The WW: « CETL-us listed for outdoor us styles incorporate both a small illumination. Optical Finish
Charger locations) ~ Lin votage wih 58 inch eads o hardwire nstallaion i macium dosgn. The mall  inchuden mpact resstam Crosstour s protected with a
Low-Votage Disconnect Life Safoty NFPA 101 engineered with increased performance, effcacy. ight output and © Bultin controter features simplo colors and color changing effects, siep housing is available in 12W, 1 tempered glass and meets IESNA  Super durable TGIC carbon
. . NEC/OSHA on—— moe w';\'v options. o b'wws s suitable for n':’ dimming, master and slave conirol — see Control Functions and 26W. The medium housing equirements for full cutoff bronze or summit white polyester
tor Light - UV Most State and Local Codes = el waetng sploutons end ca be conroied dependerty + DX conirol optonal is available in the 38W model compliance. Availabig powder coat paint. Super durable
d in 24 hours - Silicone Gaskets City of Chicago Code 'wtiou DM conicler orskupl oukors and eckor chendey 3 Inckites mourding harcware that posiions anywhere along the fbture lock hinge feature TGIC powder coat paint finishss
Self diagnostics New York City Code effects. control is optional for more advanced lighting = Complets lne of DMX accossofes (o mest all design and wirng layouts allows for safe and easy tool-less 300K CCT. whthaiand exreme cimate
Batt brograrmning and speciic colors. The fxture works n 2ovararry ovalloble electrical connections with the condilons whil providing opime
Su\td Nickel Cadmium ire apphications. ups in connectors. Back Iluulnl color and gloss mennon of the
ntenance free, long life * Impactand heat resistant tempsred glass box includes three half-inch, NPT LED driver is mounted 1o the oseatod e XTOR
“Flachre T 4 STy o | specircations W FXTUREDATA | Universel ek Do sumport bt sloking. LED thirmut ot
AEL 2 SPECIFICATIONS FIXTURE DATA Snking, LED thirmel mansgement  Warrasty CROSSTOUR LED
system incorporates both Five year warranty
10 High Power LEDs ARCHITECTURAL 120-240V/277V AC ‘conduction an
Two color temperatures: EMERGENCY round and octagonal, 4” square, 1o transfer heat
3000K gl ging and masony ncton  he LED sourc. 12V, oW, 2 APPLICATIONS:
LIGHT SERIES 2 — ] T T ) bove 3w s operate n 40 WALL SURFACE
wwaswsrs [ vaw [ 2 | s [T e | LG AT 1 04 Migh ambient ST/ BOLLARD
amp Lie RGB 421 EI 50°C models a ble. tour LOW LEVEL
e DIE-CAST ALUMINUM Fixure vew_| 20 |75 i '"T.'"JT'SSLZ"'ZL‘.".'" " aeRTED
1276.23mem) 'SURFACE MOUNT WW2HW-824 aw bl » W s & | ck it ration. SITE UGHTING
Roe | es | oo for e hiing pplca el inch NPT hrested condo
- EALED NICKEL CADMIUM pol 'ghting aps
A ® ey e e [ IR G Notrecommended forcarwash _ entry ponts llow for thr branch
. jon o i} ’ applications wiring. Back box i an authorized
e anmme wwaswse | s [ a0 (I NI
Ros | s | o
EAGLE EVE SELF DIAGNOSTICS T T )
ALWAYS ON FEATURE ww2Hwses | sere | 36 | 40 T PLATES
,, EMERGENCY LIGHTING [Roe [ res |
T
1778 1w, 1w, 20w
i
Dimensions (side view)
5 - w0
1738 227 s
r ki i
5 Years - see published waranty 20 g —
torms for detailed informaion. o 2 e\ 7
ORDERING INFORMATION * DM sgnal amplse i requied evary 30 fures o 180 et ©
450 feet max = . .
" " Back view showing mounting hadware that posibons anywhere along.
t LEDs by the fixture 12W, 18, 26W- 12w, 10w, 26W-
imen oup, y oy frelyidon
B sency. 1 recommended adequats afow and hestsnkng be E Desgntgos Comortum* Oustad®
nd T s {aken o consideaton i he Installabon and appkaton of 1 product el  tiime
Emergency Light 2 S = Eagle Eve Self Disgnostics proger TECHNICAL DATA
and vo he waranty. NGt submorsie e 40 sk A Tamporsure
dasn EoumetSupiy Wik 50 knam
ern
va23wats vt A 50 1
XTORTE, Xronzs, XToR38-0 34
J— Xronds-o.4
(v o st s
amargency i, . .
o an g SHIPPING DATA
120V=5.2 Watts www jescolighting com 15 Harbor Park Drive 219 South 6™ A 10" [254mem] roximate Net Weight
27vesowes supportescokghting com Port Washington, NY 11050 City d Industry, CA 91746 1232016 -8R 17-2400n)
Toch Supprt. 855 5620019 Main Line: 800527.7796 MainLine: 626.333.3661
Fax Line: 855 265 5768 Fax Lne: 626 333 055
LIGHTING GROUP 5o sectfo chinge wihout notice. Page 10l4 E
Tososossen orsen
e e e Octobers 018529 At E [— Septamber 17201302
AEL2 ARCHTECTURAL EMERGENCY LIGHT SERES 2 vos xvom crossTouR Leo
TECHNICAL DATA oRoERmG -oRMATION
WW2-HW-S
The Solid-Sate microprocessor based system Sumple Numbar XTORZS-WWT.FCY
TheAE2 e g s L6 andord) | iy Geocandwar Qveriond and Shart Creuit Protection PR S— e ey P
emergency path of egress. o wandard slocroni ostoon hat s0s Sure- the DC ceut daconnect i omp 108 om LED WALL WASHERS e
Lites apart rom its compatiton. E i the battey should excessive wattage demands XTORE-Saustee: 100 (Sunderd Sapes eancard * | xroano o
ai are sutomaticaiy performe al o nd automatically resets when the e e runnion oodight Kt
Die-cast aluminum with a powder coat painted testing required by the NFPA 101 Li overload or short circuit is removed. This ORDERING INFORMATION 38w N
finish. Universal patter knockouts are ocated protective
onhe bk oo o et mouning e inhe i wducing e e o fsesor i beskrs o he OC SERES  LENGTH VOLTAGE coLor SEAM ANGLE oh EWPXTOR WILEscutchean Wl Fae, Sumns White
junct entry provided Calbration oad. . . .
i rop aiioceof he housing UV stable
cn Test Switch/Power Indicator Light T 798 T2 1202000 W Warm Whie 0107 B Biack
Feocor rovid efilank ol conrot Suppliod wih a 120277 VAC, voltage rogulated A test swich located on the inside cover of the 2% 278 2217y NW: Neutral White 0200 SV: Siver
solid-state charger, the battery is ucha jed. unit permits the activation of the emergency 36: 33-1/8" CW: Cool White 45:45° 'WH: White « 170V compmaton.
Electronics immedistalt upon restorsion of AC current rcuit for a complete operational systems 48 4418 RGB: Red, Green, Blue S Wire giars o
Dual vol input 120/277 VAC is standard. a power failure. The charge cwcml reactsto  check. The Power Indi Light provides visual N .
Nickel cadmium batiry i standard. Allbatiery.  the condliion of the battery In order 10 maintain. _assurancs that the AC power 1 on.
Mol attery is standar y D:u ion of the u'v order to maintai assurance that the AC power is o Example : WW2-HW-S24-120-WW-20-8K
Eogvancioy Fon sa.,,,,,,, pir b ooy . Warm White : 2850-3050K, Neutral Whie : 4100 ~ 4500K. Coo White: 6300-7000K sTock oRDENNG
batiery in 24 hours ollowing a power failurein  Sure-Lites sealed nickel cadmium barteries are
-«om Jance with UL 924. ith & ~No DMX' reqt ) 12W Series 18W Series 26W Series. 38W Series.
Sure-Lites line-latched electronic circuitry » sealed recharge R XTOR1B=12W, 1000K. Carbon Bronze. XTORZB=18W, 5000K, Carbon Bronze XTOR3B-26W. 5000K. Carbon Bronze. KTOR4B-38W. S000K. Carbon Bronze
makes installation unv -nn economical. A s State Transfer battery offers high discharge rates and stable 1. PressB read PXY” where X
Iabor sffciont AC a 0ad o jid.state ‘wide range and Y reprosent a number or leter. Se6 chart balow S000K.Summi Wt 000K, Carbo Bronzs 000K Carban Brome 000K Corbon Broee
the lamps from mmmg on mmng installation switching which eliminates corroded and pitted The specially designed resealable vent 2. PressAto aied either vaumel.v X or paramelur h 1:W, S000K, 120V PC, 5000K, Summit White 500K, Summit White '5000K. Summit White
10 a non-energized AC circuit. Line-latching contacts or mechanical failures associated with controls cell pressure, assu 3. ress from 110 9. Corbon Bronze.
eliminates the need for a contractor’s return The switching circuit is igned to. bility. Thi ry is best suited 4. Wait 10 secs lo' me XY d'w‘ﬂ to slop ﬁls'\mq and for the data to be recorded. XTORIB-W-12V, 4000K. Carbon Bronze. 000K, 120V PC, 5000K. 120V PC. 500K, 120V PC, Carbon
0 o Conec the oo whan e el 10O ACvoage s auamatkally o harshambent tamperaturs becavse e Carvan e Carnan e o
building’s main power is turned on. energizes the lamps using DC pox electrolyts is not active in the electrochemical Master/Slave Mode: -wm( unvPc 000K, 120V PC, 4000K, 120V PC,
Tostoration of AC power, the DC power willbs  process. Carnan' Py Carvan e
f Diagn disconnecid and the charger willautomaticaly Program the first fixture as above. Set Master fxture to addrss 001. Set Slave fixures to e e —
e self-di software will automatically recharge the battery. ranty anything except 001 Bronze, 347V Bronze, 347V 34V
pertorm all tosts roquired by ULS24, and The Sure Lites Architectural Emorgency Light -
NEPA101. T the status u s backed by a firm five (5) yeor warranty RGE VW o NW (7 of channels) Vaiue S0 I . AW S 0TV,
ooy gt instsnghe  Whn th iy i vl i theapnt lcsn ot nd worknra B The s ot i TR
LED indicator. A lighting Soolad nickel biness
(emergency mode) simulation test wﬂl occur Io-d The disconnect remains in effect until cadmium battes a seven-year pro-rata oon Single channel of white ] Nightness
once every 12 months. A 30 second battery ormal ity power s restored, preventing elow wo channels of white 09 Brightness
power simulation test will occur every 30 days. vlnp battery discharge. lue Single channel of white 0 rightness
urple. 'wo channels of white o rightness
Cyan 'wo channels of white to. nghtness
White wilon 109 Brghtness
low Flash (Red. Greon. Yellow. Biue. Purple. Cyan. Cool White) | Siow Flash (1121223 poed
‘ade (Yellow. Red. Green. Cyan. Biue. Purple. Cool White) ‘ade Pulse (2-1-1:2:1-2:3) peed
lullicolor Fade (Cyan. Cool White, Orange. Purple) peed
b “ast Flash (Red, Green, Yellow. Blue, Purple, Cyan, Cool White) peed
[ ycles through programs 8 to B ycle
CONTROL FUNCTIONS
WX Wiode ~ DWX controlier equired
Press A to actvate DMX mode. Press A again to change ssiected positon.
Press B 1o increase the value and set the starting channe. Each fixure has 3 channels.
DMX t
foture to
sy
046
(7o)
052
055
058
061
www jescolighting com 15 Harbor Park Dri 219 South 6" Ave
“uppaniescaighingcom Port Washingion, NY 11050 Ciy o Incusty, CA 91746 11232016
Tech Support:$55.502 0019 Main Line: 800527.7796 MainLine: 626.333.3661
Fax Line: 855 285-5788.
LIGHTING GROUP —5remcs
. . o St7ect o hange WP nobce. = rn - N
R .
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DESCRIPTION

McGraw-Edison

The Galleon™ LED luminaire delivers exceptional performance in a
highly scalable, low-profile design. Patented, high-efficiency AcculED

Optics™ systs
jalkways, parking lots, roadways,
applications. IPE6 rated and ULcUL

provides uniform ar

SPECIFICATION FEATURES

building are

ind energy conscious illumii
s and security lighting
Listed for wet locations.

Construction

Electrical
LED o dto

enclosure thermaly isolated from
Light Squares for optimal thermal

removable tray assembly for ease
of maintenance. 120-277V 50/60Hz,
347V 60Hz or 480V 60Hz operation.
480V is compatible for use with

arm mounting requirement table.
Round pole adapter included. For
‘wall mounting, specify wall mount
bracket option. QUICK MOUNT
ARM: Adapter is bolted directly to

housing and die-cast aluminum 480V Wye systems only. Standard

heat sinks. A unique, patent with 0-10V dimming. Shipped

pending interlocking housing and
eat sink provid

circuit tent pending, quick
od:

o

superior structuralrigidity. 36 withstand 10KV of ransient line o mmodates

vibration tosted and rated. Optional  surge.The Galleon LED luminaire  maltiple dril patterns ranging

100l-ess hardware available s suitable for operation in 40°C from 1-1/2" to 4-7/8". Removal

for case of entry into electrical 10.40°C ambient environments of the door on the quick mourt

chamber. Housing is IP66 rated For app! ambient arm g of the fixture GLEON
ding 40°C, 0 access the driver

Optics specify the H A GALLEON LED

Patented, option. Light P65 round pole mounting

injoction molded Accul ED rated. Greater than 90% lumen

Optics technology. Optics are. ‘maintenance expected at 60,000 Finish 1-10 Light Squares

precisely de shape hours. Available in standard 1A Housing finished in super durible Sold Stato LED

the distribution maximizing drive current and optional 600mA,  TGIC polyester powder coat paint,

efficiency and application spacing.  B00mA and 1200mA drive currents 2.5 mil nominal thickness for —

Accul ED Optics create consistent (nominal). superior protex 'AREA/SITE LUMINAIRE

distributions with the scalabilty and wear. Heat sink

10 meet customized application Mountin costed black. Standard housing

roquiroments. Offored standard  STANDARD ARM MOUNT: colors include black, bronze, groy.

in 4000K (- 275K) CCT 70 CA. Extruded aluminum arm includes  white, dark platinum and graghito

Optional 3000K. 5000K and 6000K  internal bolt guides allowing for  metallic. RAL and custom color e sy

cct. easy positioning of fixture during  matches available. [ o)

‘mounting. When mounting two
luminaires at 90° and Warranty

120° apart, the EA extonded arm  Five-year warranty.

may be required. Refer to the
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poges GLEON GALLEON LED
ORDERING

CYLINDER 4x14 -,

R R L cotor Mauning LED up/down wet location, precision optics |~
[BlankleArm for Round or VR series, 475 to 850 lumen per direction

‘Sauare Pole
EA-Extended Arm®

‘Sample Number: GLEON-AF-04-LED-£1-T3-GM-QM

Product -
ot Light Engine

‘GLEON=Galleor | AF<1A Drive

Current vpe il Rosdway

30:aav7 | T2m.
Gsomisov e | TaType

LED cylinder | 120-277 Voit
‘This cylinder can have up to 850 lumens in
each diecton and i offered i sixitrent
bea angs, from 20° 0 60°

GM=Graphite
Metaiic

‘Spun aluminum cylinder with textured
polyester powdercoat finish offered in black,
white, bronze or metalic siver. Consult
factory for custom color

Options (Add a1 Suffn) This wet location ugy/down has a top cap with
clear lens standard. Consult factory for other

lens options.

5-year LED component warranty detais at

atlantic-lighting.com/main/suppor

Bridgelux Vero 18 Array Series.

* 80 CRIis standard and a 90 CRI option
is offered. With the 90 CAI option, lower
lumen output and reduced lumens per

hoTomon Aduee watt will be experienced

182 XX-3.8120° Tenon Adspter for 3:12" 0.0, Tenon « Rated Life: 50,000 hours at 70% lumen

maintenance (L70) when maintained in a

10V Dimming Leads
208, 240 0 277V.

e
AMO3S5-Aftr Hours D, § Hours ™ 35°C ambient environment with open air
HA-S0°C High Ambient v flow. Ambient temperatures lower than
s/ o 35°C may extend lfe.

S/

‘GLEON-QM-Quick W Electronic Driver

B nui s
s e 00
: o e o o 1o -+ s (I
3 Toniers T
=
L Lt o sanr 1568 3 4 L

vel Motion Sensor, 3 - 20" Mounting Height % & GLE A-Quick Mount Extended Arm Kit = 0-10V dimming to 1%
M-Los. Mo s standards, for wet location. Avaiable

% Wet Location Cover Wl Mount Arm
s Lao- Oparation 21 -40° " photometrics at atantic-fighting.com.
“Operation 21 - 40

Wide Lens for - 16 Specications and mensions
1640 subjct 0 change wihout notce

£90-Optics Routed
R30-Opsics Roted

ed 10 Match Housing™

C8=CE Morting” . ) = 720 1022 " » ne 608 862
— H * Lumens shows true devered values for 35K color temp. adjusied shows the @nge from 27K-5K WSShombian
e ordering data S S e s e
oo X A 0w [  oecror 1L o recTon ]
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